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CONTKOL SYSTEM FOR FERMILAI3’S 
LOW TEMPERATURE UPGRADE 

A bstmct 

B.L. Norris. Fermi Notional Accelerator Laboratory, B;lta\‘ia IL 605 IO” 

Fermilab recently upgraded the Tcvatron 

Cryogenic Systems to allow for lower temperature opcra- 
tion. This Lower Temperature Upgrade grew out 01 a dcsirc 
to increase the Colliding Beam Physics energy from 900 
GeV to 1000 GeV. A key element in achieving this goal is 

the new cryogenic control system designed at Fermilab and 
installed in 24 satellite refrigerators and 8 compressor 
buildings. The cryogenic improvements and addi (ion of 
hardware like cold compressors exceeded the capability of 
the original distributed controls package. The new dis- 
tributed controls package uses a Multibus 11 platform and 
Intel’s 80386 microprocessor. Token Ring is used as the 
link to the systems 6 primary crate locations with Arcnet 
used as the connection to the systems numerous I/O crates. 
I/O capabilities are double the capabilities of the original 
system. Software has also been upgraded with the introduc- 
tion of more flexible control loop strategies and Finite State 
Machines used for automatic sequential control, like 
quench recovery or cold compressor pump dowl. 

I. INTRODUCTION 

Since the fall of 1993, a new cryogenic control 

system has been operational in Fermilab’s Tevatron accel- 
erator. This control system was one of numerous upgrades 
to assist with the lowering of the Tevatron magnet tempera- 
ture from the original 4.45K 2$ temperature to 3.56K. The 
need for a new control package was driven by the addition 
of a cold vapor compressor, the addition of instrumenta- 
tion, and a need for upgmded software capabilities. 

The project was broken into two parts referred to 
as Phase I and Phase II. Phase I resulted in the package be- 
ing installed at each cryogenic site and operating with 
equivalent software to the old control system. Phase II is a 

period dedicated to enhancing the capabilities of the new 
controls system. These enhancements include imbedded 
software filters for analog channels used in control loops, 
development of multiple alarm scenarios for all devices, 

and ability to link real-time data to engineering software 
(for, example, helium property routines) to generate rea- 
time cryogenic properties. 

* Work supported by the U.S. Department of Energy under 
contract No. DE-AC02-76CHO3O(X). 

II. REVIEFV OF TEVATRON 
CRYOGENIC SYSTFAl 

The ~l~c~~atron and the Ci-yogenic System, initially 
commissioned in 19X3. now consists 01. two large liquclicrs 
kriowri as CIIL I and CIII< II and 24 salellite refrigerators. 
These satellite refrigerators arc arranged in six sectors. 

each comprised of four refrigerator buildings and one com- 
pressor house. Equipment in each satellite includes a series 
of heat exchangers, two expansion engines, a valve 
box/dewar package with connection to the magnet system, 
a cold vapor compressor. electric valve actuators and a 

large array of cryogenic iostrurnelitation. Compressor 
buildings include four 480 volt soft starters, four 300 kW 
motors arid associated screw compressors, oil pumps, a wa- 
ter pump. and a wide variety ot electric valve actuators and 
instru[nentrItioli. 

The satellite retrigeration system is supplemented 
with liquid helium and liquid nitrogen transported around 

the 6.5 Km ring via a transfer line sys tern connected to the 
CHL complex. Control of the CHL complex is completely 
separate from die satelliles and is not discussed hei-e. 

III. LO1 TEMPERATURE 
OPERATIONAL COMPLEXITIES 

The mechanism for lowering the temperature of 

the Tevatron magnets is, at first ghance, quite simple (see 
Figure 1). The details and impact to overall reliability 

issues are quite complex. 
The backbone of the temperature reduction is a 

cold vapor compressor. This is a centrifugal machine man- 
ufactured by IHI of Japan. It is a high speed, gas bearing 
turbo machine capable of a maximum speed of 95,000 ‘pm 
with tlow rates \aryin$ from 40-70 f/s and a minimum in- 
let pressure condition 01. 0.4 atmospheres. This machine is 
driven by a 1.5 kW induction motor. 

First. operating a turho machine under these con- 

ditions is non-trivial. Control ltxlp algorithms must be cho- 

sen and tuned properly so that conditions of overcurrent, 

stall, or surge are avoided. Understanding the control re- 
quirements of this machine and integrating it into our PID 
control strategies has IXXI~ key to achieving reliable opera- 
tions. Transient conditions, such as quenches, translate to 
high outlet pressui-es i-or all 24 turbomachines. Control 

loops are adjusted 101- this anti aulomalic sequential pro- 
scrams tumofl the machines al the quenching house. c 
‘l‘he cold compi-cssor pumps on the gas head of a 130 liter 

dewar and mu5t no1 hc allowed lo iri~esl liquid or liquid 



tll-oplcts as dxn:Igc Inlay occur il. it doe>. Special control 
loops (fill v,alve and dewar heater) arc‘ required to maintain 
dewar level. Automatic sequential algorithms ‘are running 
all the tirnc to sense such upsets such X\ a dew‘ar overfill 
and in such a case, the cold compressor is turned ott and a 
bypass valve is opened. 

Second. using these machines add!, heat of com- 

pression to each refrigerator’s cycle. This can only he 
overcome by using more liquid helium xupplied to each 
refrigerator via CHL and the transfer line. (:onservation 01 

CltL liquid helium usage is imperative since overuse of 
liquid helium will effect our ability to maincain constant. 
reliable lower temperatures and. in return. not allow higher 
energy operation. It is vitally important that refrigerators 
are tuned well and efficiency problems are recognized 

early. These issues have led us to consider global tuning 
concepts and have required meaningful engineering units 
(efficiencies, mass flow) to be available in real-time to 
cryogenic engineers. Phase II of this project addreaseh 
those needs. 

Third, using the cold compressor to pump down 

from the original 4.SK state to a lower temperature requires 
sophisticated control strategies. As we begin to pump down 

and the 2$ circuit gets colder, total refrigerator maSs flow 
increases. If. we make no corrections for this mass flow in- 
crease, we run a risk of running out of available warm 
compressor capacity and we also cause unnecessary pres- 
sure drop conditions leading to warmer magnet tempera- 
tures. This issue forces us to use complicated sequential 
programs in which we reduce the 2@ pressure and compen - 
sate for higher mass flows by simultaneously closing the 

Joule-Thompson valves on each magnet string. All of this 
must be accomplished while maintaining adequate liquid 
level in the refrigerator dewar, an indication of refrigerator 
stability. 

These and other issues have resulted in the control 
system dcscrihed here. 

IV. CONTROL SYSTEM 
HARDWARE DESCRTPTION 

The new control system has hccn developed in a 
six sector configuration identical to the layout of die cryo- 
genie hardware. A Multibus II platform using Intelx 20 

MHz 80386 processor is at the heart of each sector’s sys- 
tem. Each Multibus II Crate can house xs many as eight 

80386’s. A typical crate contains five processors. one for 
each refrigerator/compressor building in a sector. In the 
original Multibus I arrangement, each refrigera- 
tor/compressor building had a dedicated crate and proces- 
sor which was interfaced to a CAMAC serial link. 

The use of the Multibus II platform grew out of a 
project for an Upgraded Tevatron Front End [ 13. Selecting 
this platform was based on having die right h,ardrv;ire and 
software people already in place to addrehh the i\sura. The 

ability to easily interface to Fermiktb’s esihting integrated 

acceleralor control s)‘5tem. and the mxd IO dc5ign. build. 
;ffld illstall a systcni in a very short time lranie all led to the 
choice of this sys tern. CI‘he time period from initial funding 

request until completion of Phase I W;L\ three years.j 
The main distributed network is Token Ring. con - 

netting each sector’s Multibus II crate. Ethernet and a 
‘I‘evatron Clock Event system are supported at each crate :L\ 
well. Ethernet is used to communicate to an embedded 
D(]S PC u!hich is, in turn. used for system initialization 
and diagnostics. An example of’ Ethernet usage is to tlou~l- 
hitI dcf’aulr liles for control loops onto a local hard-dnvc 

Every sector uses an Arcnet local area network to 
communicate to the I/O subsystelns located at each relrig - 
erator and compressor building. Each refrigerator hX 2 I/O 

subsystems, a Cryogenic Thermomerry I/O and a 

Cryogenic Device I/O. (Compressors only use Cryogenic 
Device I/O.) Each subsystem I/O uses an Intel 16 hlHz. 
XOClX6 processor to control all the activity such xs settingx 

and I-eadings. 
The Device I/O subsystem pl-ovidez support for 

transducer input, valve actuator controls, automatic c<~ntrol 

for magnet reliel- valves, power lead digital control. vat- 
uum gauge readbacks, and various motor driven device 

such as expansion engines or cold compressors. The 

Thermometry I/O subsys tern provides support for 96 chan - 
nels of pulsed current, resistance Thermometry and also 
acts as a link to the Tevatron Quench Protection system 
(QPM). A summary of the total Device I/O and 
Thermometry I/O hardware capabilities is outlined ln 
Table 1. 

It was recognized in the early specification stages 
of tlii5 project that some support for data acquisition greater 
than a 1 Hz rate was necessary. Although most cryogenic 
processes are slow (seconds to minutes), entering into the 

age of hi&her energy and lower temperatures created a 
number of questions about transient conditions such ah 
quench analysis and cold compressor performance during 
upset conditions. These transient needs spawned a 
“snapshot” 16.3 second wide circular buffer operating at 1 

KHz and capable of handling up to 16 channels. It is 
triggered by a programmed TCLK event or ;I dedicated 
digital input wired at the relrigerator/comprex.\or building. 
With this board we have been able to analyze quf~~~ll he- 

havior of Tevatron magnets and reliefs at lower tempera- 
tures and higher energies to study the mechanical sound- 
ness of our system. 

V. SOFTWARE DESCRIPTION 

The 80386 processor software is a three tier sys- 
tem [2]. The chosen operating system is MTOS. The inter- 
mediate tier is OOC++ and is used for supporting standard 
A(:hTT communication. The final tier is the data acquisi- 

tion tie]-. The data acquisition tier will he described here. 



Table 1. Summary of‘Tev3tt-on Reftigcrator Input/Output C;lp;lhilitiCs. ’ 

Card Type 
Analog 
Capabilities 

Digital 
Capabilities 

hlas No. of Cards 
per Kefrigerator 

AID Board 64 channels, 10 volt. 12 
bit 

2 

Actuator Board 1 A/D channel. 10 volt, 12 
bit, plus 24 volt DC drive 
control and I>VDT 
irlstrument;~tio11 

4 T2L Status 35 

Engine Board 2 AfD channels. IO volt, 
12 bit plus 1 DAC 
channel 

3 Momentnr) relay” and 6 
16 optical coupled \tatu> 
bit.5 

Resistor Board 96 channels, 10 volt, 12 
bit 

Link to TeV QPM 1 

Vacuum Board 12 channels. 10 volt, 12 
bit 

Relay Board 8 Latching relav and X 

T2L st;rtu.\ - 

4 

Digital Board 30 T2L statu\ 3 

1 The difference in the compressor I/O is a special board interfaces to the oil irl.jcction slide1 
valves and Thermometry is not used. 

The data acquisition tier of the 386 proccessor con - 
sists, in itself, of three layers. The first layer is a set of de- 
vice drivers each built to support ACNE?‘ messages to that 
specific device. Types of messages include reading. setting, 
reading a setting, basic status, basic control, and both ana- 
log and digital alarms. With this layer we communicate to 
standard ACNET pages used for parameter display and ap- 
plication programs used for real physical control of equip - 
ment. The second layer is used x the primary control fea- 

ture for cryogenic valves, engines, cold compressors, and 
motors. This layer is our closed loop control. Console ap- 
plications allow cryogenic engineers to interface to this 

layer and effectively tune each cryogenic component. This 
second layer supports all combinations of PID control. 
operates at 1 Hz, and is set up so that each cryogenic imp 
is de-coupled from all others. As many as 32 control loops 
per house are supported. 

The final and most powerful layer ia the Finite 
State Machine layer. This software is used to handle rou- 
tine procedures such as automatic cooldown. quench re- 
covery, and cold compressor pump down to lower tem pem- 
tures. These FSM’s are coded at the console application 
level by Cryogenic engineers and then downloaded as nec- 
essary. There are 32 FSM’s presently supported per refrig - 
erator house. As will be described in the Phase II portion of 

this paper, FSM’s are being used to expand our capabilities 
and make our system more flexible. 

VI. PHASE I - INSTALLATION AND 
COST 

The entire cryogenic control system had to be in- 
stalled and made functional in a period from June 1, 1993 
to Oct. 1, 1993. This included all refrigerators and the ma- 
jority of compressor buildings. (Redundancy in compres- 

sors allowed us to do them at a slower pace.) This was a 
successful effort clone by a combination of Accelerator 

Cryogenic and Accelerator Controls people. After initial 
installation, the month of October was used to shakedown 
system bugs. A significant ‘amount of effort was required 

on the software end. By November, 27 new nodes were 
fully operational. Since that time, the rem‘aining compres- 
sor houses have al>o been convcr-ted to the new scheme. 

The total pl-0.jcct cost for Phase I was approxi- 
mately S2232K. The br-e&down for thih cost is a.‘; follows: 

Salaries & Fringes 
Administration 

Hardw:ue 
Software. MicI-0 
Software, Applications 

Cards, connectors. electronic 
components 

Enclosures. panel5 
Multibus II cmtcs. PC1 hoar&. 

assembly 
Electrician Labor 

Miscellaneou\ 

1158K 
23K 

XS7K 
IXSK 
93K 

532K 

109K 

187K 
1lXK 

118K 

3 



VII. PlIASE II 

Irlili;llly \J’C 1Clt it \v;,s I(K) anlhiliou\ tar us IO a- 

tempt implcmcnling cnlircly new control ?;OflW~U~ th:lt V.33 

not ahsolutcly necessary. Phae II. which is 31) on-goinf 

project, w;~$ established to pursue to nel\’ specialized need\ 
(mainly software oriented tasks). Although Lvork continue5 

on this phxse. we have dctiiled alltl hegurl ll~~pl~l~~~~liltlOll 

of a few of these ilcw capabilities. The5e ic:tturz\ Include: 

1) creation ol sottw;ire filters for u5c ;i5 contloi dc’vicc\ 
within loop algorithms, 2) creation of ;I mc’ch;uI1km to :II 

low for multiple alarm states that arc a luilctlo11 01 the a- 

tual state the Tevatron Cryogenic System is in. and 3) the 
ability to link real time data lo specialized cngineerin; 
software to create. for example, thermodynamic or fluid 
calculalions. 

Filtering software ha? been created with two type5 
of programmable filters, smoothing and Butterworth TIICW 
filters are created as a database device and &fined via ~1 
ACNET application page, Filters can hc used ior procex\ 
variable rcaclhacks, analog output hoard >ettlrlg\. and ~c:tcl- 
ings for output devices such ;I\ motor or expander tiri\,c~- 

cards. All of. these can be used in our normal control loop 

algorithms. Filters can be set. read. plotted xicl almncd. 

In an accelerator magnet cryqenic system it i\ 
quite often necessary to operate the system different thaii 

the steady state, powered condition. Events such ;th 
quenches, cryogenic maintenance, and shutdown period5 
make it necessary to handle temperature variations from 
3.5K to 3OOK. This also requires a flexible alarm strateg). 
Until Phase II work was started, each cryogenic device had 
one alarm block associated lvith it (the operating state). In 
periods of non-operations. these akarms are 5ometimez 
masked and become useless. Created in Pha.\e II i5 xl au- 

tomatic alarm strategy that understands the state ;I de\% 15 
in and points to one of many alarm blocks residing in ;I 
tabloid on the refrigerator processor. A Finite State 
Machine is running on each refrigerator processor that de- 
termines which alarm state devices should be in. This alarm 

message, and messages for all refrigerator processors. are 
p%sed to a dedicated front end (Micro VAX that is referred 
to as a Virtual Machine Front-end) that checks the tncss;iFc 
for correctness, and then reflects back to a device rchideilt 

in the refrigerator processor. This device, in turn. point> to 

the proper alarm block. The Virtual Machine: I’I; iv;is u~cl 
as a method for approaching global needs. such ah di+ 
abling of the process or automatically choosing ;I specitic 

alarm block independent of what a Finite State Machine is 
doing. 

Another new feature is the ability to create real 
devices that have more meaningful engineering units. An 

example of this is helium mzs flow in a refrigerator. It 15 
typical in cryogenic systems to use a venturi that mc;tsurc5 
pressure drop as a measure of mass flow. 13~lncm find 

themselves using units that are mixed and not re;d inc;u- 

ingful to their system. e.g. 111 w 01. psid. II ~IKNI$ inxtru- 

mentntion and cryogenic fluid propertie exihl. ul()~c 

~~l~;~~~i~i~liil rlilltx 110 ;I ci-yogcllic ell~lllccr) \uc‘li ;I\ 

~~rm~.dx~~olltl (OI- cliiciencies) can be ulcul;t~d. To AC- 

Ecmpli!,h thi\ ~o:tl. we purchased “HEI’AK” source code 
lor helium pi-opci-tics lrom Cryodata, Inc. and arc running 
it as part 01 ;I pr-oceas named GLFRI(i on ;I Micro \‘A);. 

.l‘hi> proce\\ cm poll each refrigerator node e\‘er!’ 2 \ec 
oild5 ;rnil provide data to console applic;itioil.~ \I:, :I 
l~f<~1‘1~12’1 proccs4. The use5 of this mcch;tni\m 21’; CIIOI- 

1110115 It Iil:ikc> opel-atl1l~ and diagnosing thi\ sy\tcrn rlluc~ll 

c:i\icr ;ukl it ;rllo\\.k Ii\ to sl;ut thinking ii1 tcrrns ot gloh:rl 
c‘c~~rt~(~l~ 101. owidl rclrl~crator and comprcs\oi’ tuni!i;. IY)I 
cx;unplc. ;11 pre5cnt an operator determineh ~\~li~tkr- II~ 11;1\ 

too little 01. too ~~lany 300 psig compressors opcr~itlr~~; I1 

take5 daily attention and kids to us not optimizliis our 
comprc5 \or wage. I! we operate one compres 5or too Inany. 
MY cost ourselves about SlSO,OoO over a year. ‘I‘hex~ neu- 

control features should help us with issues of these sort\. 

1.111. RELIABILITY 

.,\\ 5t;itctl e‘ulier. completion of l’ha5c: I Ii6 2i 
notfc~ w;i\ finished by Novcmher 1 ~ 1001 On Ik~~rnhc~ 

15. 1003 (‘ollitling Beam Physics RUIN 1B ~C~;III :IIICI ix 
~,cheduled to continue until July 24, 1995. Accclcratol 
do\vntirne 1s tracked in an effort to understand prohlc’m a- 
e:c\. Since the beginning of this physics run the cl! ogenic 
control sybtern has been charged with three hnura of clown - 

time occukng in ;I total of three events. This accou:it\ 101 

2.55; of the total downtime ch,arged to Cn~~gen~c S.~.~lciil\. 

Two 01 the downtime events were caused by a Ir)\\ of 
colrlrllurlic~~tioli to a 386 processor and the third W;L\ a had 

power wpply iii 2 hlultihus crate. Other minor- problem5 
II;IVC occuned with I/O boards but none ha\ led to ;In inter- 
ruption in the pliyhic5 program. 

Behides the work on-going Lvith Ph;~\c II, 
I-kmil;tb controls personnel continue to work on prc~hlern 

are;Ls of the design. Loss of communication via Token Riny 
has IXCII one of two continuing problems. Becaux 01 the 

ahilitv to continue local control of cryogenics during ;I 

Token Ring problem we have been able to survive namer - 
0IIs Ioh\ of communication situations. Control5 p~r~imnel 

contlnuc to \YOI-k OII this problem. The second cor~[li:uirl; 

problem 15 ;I lack ot reliability v,ith Ethernet do~~nIo;td~. 
‘1’1~ plohiem has c;m~d us the inability to ilov~rlio,d de- 

lault file5 at times from a console. This reliability problem 
a5 \\rell as a desire on our par-t to automatically upd,irc out- 

d~la~lt tiles OII a daily basis are ako being m~d.xxl OII 

IS. CONCLUSION 

A new distrihutcd cryogenic control 5yzti-in !];I\ 

been fully operational since November 1993. This \;S’\tm 

wxs speclficd. designed, built, and inst;illed hv l’c~-m11;th 
(‘ontrol\ ~ntl (‘ryogenic personnel. The 5>-5tri:l II:I\ 
oper:l1c”I \\Tll throughout Collldln~ .~ BWJI~ I’hy~~cx Run 1 B. 



having &en responsible for only rllrcc hour5 of downtime 

over a 18 month period. 
This new system has given the Cryogenic system 

personnel much more flexibility than the original package. 
Hardware capabilities are double that of the original system 
and it has added such features as snapshot circular buffers 
to study transient conditions related to Low Temperature 
Operations. 

X. ACKNO\VLEDGh’lENTS 

The author wishes 10 thank John Smolucha, Al 
Franck and Boris Lublinsky of the Fermilab Accelerator 
Division Controls Department as well as John Brubaker 

and Alex Martinez from the Accelerator Division 

Cryogenic Department for their dedicated efforts in this 
project. 

VOID 

FRACTION 

SENSOR 

ABGVE GPCWC ABGVE GPCWC 

TUNNEL 

PI 

Figure 1: Satellite refrigerator layout after low temperature upgrade Figure 1: Satellite refrigerator layout after low temperature upgrade 
Note: Only half of magnets shown (D=dipole magnet, Q= quadruple mqnet) Note: Only half of magnets shown (D=dipole magnet, Q= quadruple mqnet) 

Software capabilities have been enhanced by adding more 
flexible PID control strategies. more versatile ‘alarm blocks, 
and a method for creating real-time tiennodynamic prop- 
erties. 

This control system has played and will continue 

to play a heavy role in Fermilab achieving higher energy 
operation. 
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